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Micron Tee Filter

Micron Tee Filters

Temperature and Pressure Rating Effective Filtration Area

Filter Elements

STF Series

Technical Data

Materials of Construction 

Filter Series STF1 & STF2

Material SS 316 Brass

Temperature °F (°C ) Working pressure psig (bar)

 -20(-28) to 100(  37) 6000(413) 2000(137)

200(  93) 5160(355) 1730(119)

300(148) 4660(321) 1470(101)

400(204) 4280(294) -

500(260) 3980(274) -

600(315) 3760(259) -

650(343) 3700(254) -

700(371) 2600(248) -

750(398) 3520(242) -

800(426) 3460(238) -

850(454) 3380(232) -

900(482) 3280(225) -

No. Description Material

*1 Body SS316 / A276

*2 Packing PTFE

*3 Filter Elements SS316 / Sintered

4 Nut SS316 / A276

*5 Gasket SS316 / Silver Plated

*6 Cap SS316 / A276

7 Snap Ring Stainless Steel

Filter Series Sintered Element, in2 (mm2)

STF1 1.3(  830)

STF2 2.0(1280)

Nominal Pore Size, ㎛ Pore Size Range, ㎛

0.5 to

2 to

7 to

15 to

60 to

90 to

0.5
1
5

11
50
75

2
4
10
25
75
100

Features
• Remove system particulate contaminants
• The filter element can be replaced without removing 
    the body in the system
• Replaceable sintered filter element
• Maximum operating pressure: 
    6000 psi (414bar) @ 70°F (21 °C)
• Operating temperature range:
    - 40 to 250°F (- 40 to 121°C)

* Wetted components
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Micron Tee Filter

3. Port Size 

Pipe Thread Designator                     

Tube O.D Designator                     

Flow Data at 70°F (20°C)   

Table of Dimensions   

Ordering Information

1. Valve Series 
□ STF1 = Orifice 4.4mm      
□ STF2 = Orifice 6.4mm

2. Port Type
□ S = SUPERLOK Tube Fitting
□ M = Male Pipe Thread
□ F = Female Pipe Thread    

4. Filter Element - Pore Size
□ 05 = 0.5 Micron            □ 2 = 2 Micron
□ 7 = 7 Micron                  □ 15 = 15 Micron
□ 60 : 60 Micron              □ 90 = 90 Micron

5. Body Material
□ (Blank) = 316 Stainless Steel
□ B = Brass

Nominal
 Element
Pore Size

㎛

Inlet Pressure, psig (bar) Pressure Drop, psig (bar)

5 (0.34) 10 (0.68) 15 (1.0) 10 (0.68) 50 (3.4) 100 (6.8)

TF1 TF2 TF1 TF2 TF1 TF2 TF1 TF2 TF1 TF2 TF1 TF2

Air Flow, L/min Water Flow, L/min

0.5 3.4 10 7.3 24 13 45 0.15 0.34 0.64 1.5 1.0 2.8

2 17 39 39 79 65 110 0.9 0.98 3.2 4.1 4.9 6.0

7 39 51 82 119 130 190 1.5 2.4 4.9 8.3 7.5 13

15 34 51 82 130 130 220 1.8 3.1 4.9 9.8 7.9 15

60 87 140 160 280 240 420 3.0 5.6 10 18 14 25

90 110 170 210 310 280 450 4.1 6.4 12 20 18 28

Part No. Orifice
End Connection Dimension

Inlet / Outlet L1 L2 L3 C H

STF1

M4N

4.4

1/4" Male NPT 27.7 27.7

43.4 9.7 27.0
F2N 1/8" Female NPT 25.9 25.9

S4 1/4" SUPERLOK 31.3 31.3

S6M 6mm SUPERLOK 31.2 31.2

STF2

M6N

6.4

3/8" Male NPT 31.2 31.2

44.2 11.7 34.0
M8N 1/2" Male NPT 36.1 36.1

S6 3/8" SUPERLOK 36.3 36.3

S8 1/2" SUPERLOK 39.1 39.1

Size (inch) 1/4 3/8 1/2

ISO Tapered 4R 6R 8R

NPT 4N 6N 8N

Tube O.D (inch) 1/4 3/8 1/2

Designator 4 6 8

Tube O.D (inch) 6 8 12

Designator 6M 8M 12M       

STF1   -   M    4N   -   7  -   B
1 2 3 4 5

Example :

※ For special sizes and configurations, please consult BMT (SUPERLOK) sales representative.

 - Dimensions and Drawings are for reference only and are subject to change without prior notice.

 - Unless otherwise specified, all dimensions are in millimeters. 

 - Sizes, pressure classes, and end connections not listed are available upon request. 
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| Head Quarter & 1st Factory

(50568) 경상남도 양산시 산막공단남11길 35 (북정동)

35, Sanmakgongdannam 11-gil, Yangsan-si, Gyeongsangnam-do, 50568, South Korea

TEL: +82 55 783 1000    FAX: +82 55 783 1111

E-mail: superlok@superlok.com

Fittings & Valves

INDUSTRIAL
  Instrumentation Tube Fittings

  i-Fitting®

  Ball/Plug Valves

  Double Block & Bleed Valves

  Manifold/Gauge Valves

  Globe/Needle Valves

  Cryogenic Valves 

  Check/Relief/Excess Flow Valves

  High Pressure Valves 

ULTRA HIGH PURITY 
  Weld & Metal Face Seal Fittings

  Bend Fittings 

  Diaphragm Valves

  Bellows Valves

  Check Valves

  Clean Ball Valves  

  Regulators 

Electric & Energy

PRODUCT & SOLUTION
  Compact Switchboard

  Motor Control Center (MCC)

  Smart Distribution Board

  Energy Management System (EMS)

COMPONENTS (BMT PATENTED)
  MCBS (Molded Case Busbar System)

  MCPD (Molded Case Power Distributor)

  Smart-eye (AC/DC Meter)

| 2nd Factory

(50568) 경상남도 양산시 산막공단남8길 29 (호계동)

29, Sanmakgongdannam 8-gil, Yangsan-si, Gyeongsangnam-do, 50568, South Korea 


